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CARACTÉRISTIQUES TECHNIQUES

OPTIQUE
-  Source : LED - 550W - 7000° K 
- Zoom : 6,5° - 40,5°
- Flux lumineux : 25 000 lumens
-  Eclairement zoom mini :  

52 209 Lux@5m
 
EFFET
-  Trichromie CMY
- Roue de couleur
- Roue d'animation
- CTO progressif
- Roue de Gobos fixe
- Roue de Gobos rotatifs
- Prisme linéaire 5 facettes
- Prisme circulaire 3 facettes
- Frost
- Iris
- 4 couteaux à fermeture totale

CONTRÔLE
- Canal : 33/38/43 CH
-  Protocole : DMX / ARTNET /  

SACN / RDM /  
WIRELESS SOLUTION

BOÎTIER
- Indice de protection IP : IP30
- Refroidissement air forcé
- 2 Omega camlock 
 
ALIMENTATION
- Consommation : 700 W
- Seetronic True one In/Out
 
DIMENSIONS ET POIDS
- Taille : 397 x 286 x 753  mm
- Poids. : 31 kgs

OPTIC
-  Source: LED - 550W - 7000° K
- Zoom : 6,5° - 40,5°
- Luminous Flux: 25 000 lumens
-  Mini zoom illumination : 

 52 209 Lux@5m
 
EFFECT
- CMY trichromy
- Color Wheel
- Animation Wheel
- Progressive CTO
- Fixed Gobo Wheel
- Rotating Gobo Wheel
- 5 Facets Linear Prism
- 3 Facets Circular Prism
- Frost
- Iris
- Full wipe framing shutter

  
CONTROL
- Channel: 33/38/43 CH
-  Protocal: DMX / ARTNET /  

SACN / RDM 
WIRELESS SOLUTION

HOUSING
- IP rating: IP30
- Forced air cooling
- 2 Omega camlock
 
POWER
- Consumption: 700 W
- Seetronic True one In/Out
  
DIMENSIONs & WEIGHT
- Dimensions: 397 x 286 x 753 mm
- N.W: 31 kgs
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